
Push Back Wire

Gavitt Part Conductor 1st Braid 2nd Braid Wax Other/Notes/Color

G-9502091 18 16/30 BT Celanese Celanese Yes Cotton Braided Push Back Wire, 

#18 AWG 16/30 tinned soft copper with a tinned overcoat (Overcoat), 
Celanese braid, overall cotton braid, waxed.

G-9500144 18 TC Celanese Celanese Yes Cotton Braided Push Back Wire, #18 AWG Solid tinned soft copper, 
Celanese braid, overall cotton braid, waxed.

G-0950018 22 7/20 TC Celanese Cotton Yes 2nd most common, Cotton Braided Push Back Wire, #22 AWG 7/30 
tinned soft  (Stranded), Celanese braid, overall cotton braid, waxed.

G-0950017 22 7/30 BBT Celanese Cotton Yes Cotton Braided Push Back Wire, 22 AWG 7/30 bare soft copper with a 
tinned overcoat (Topcoat), Celanese braid, overall cotton braid, waxed. 
Fender style.

G-9501426 22 7/30 BT Celanese Cotton Yes 36TC/3E

Shielded Push Back Wire, #22 AWG 7/30 bare soft copper with a tinned 
overcoat (Topcoat), Celanese braid, black cotton braid, Waxed, shielded 
overall with a braid of #36 AWG (3 end) tinned soft copper


G-9500014 22 7/30 TC Celanese Cotton Yes 36TC/3E

#22 AWG  7/30 tinned soft copper, white Celanese braid, black cotton 
braided push back wire with an overall #36 AWG (3 end) tinned copper 
braid shield

G-9500254 22 7/30 TC Celanese Cotton

(BLK)

Yes 34TC/2E

#22 AWG 7/30 TC, Celanese Braid, Black Cotton Braid, Overall, #34 
AWG (2 end) TC Braid Shield, 

G-9500533 22 7/30 TC cotton

(BLK)

none Yes 34TC/2E

Braid Shld, typically black with metal shield over, no Celanese. Gibson 
style 

G-9500143 22 TC Celanese Cotton

(BLK)

Yes #22 AWG 7/30 tinned soft copper, black cotton braided push-back wire 
with an overall 
 #34 AWG (2 end)  tinned copper braid shield.   NOTE:  This wire does 
not have the white Celanese layer.


G-9500038 18 7/26 TC Celanese Cotton Yes Cotton Braided Pushback Wire, #18 AWG 7/26 tinned soft  (Stranded), 
Celanese braid, overall cotton braid, waxed. 

G-9500583 24 TC Celanese Cotton Yes Shielded Push Back Wire, #22 AWG 7/30 bare soft copper with a tinned 
overcoat (Topcoat), Celanese braid,  black cotton braid, Waxed, 
shielded overall with a braid of #34 AWG (2 end) tinned soft copper. 

G-9500860 4 conductor No Controls, paddle etc.  4 28 awg, White green, black and red with drain 
wire 04*28*7/36*TC*9PVC*DW*ALU/MYL*20.5PVC*126


G-9502335 22 7/30 TC Cotton No 34TC/2E

Braid Shld, typically black with metal shield over, no Celanese
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